portability,
reliability,
the force
to fill

me LW 100 series

of cormnpressors combings reliability,
capacity and maotiiity in 3 modals
for differant applications. Filing
logistics for fire & safety breathing
air sets, air for diving cylinders LW 100 E1
when and whare you want fo dive,
supporting emergency escape
equiprnent an ocean going vessels,
[ust some of the applications served
in these compact high quality units
“Made in Garmany”.

COMPRESSORS

Lenhardt & Wagner




The heart of the LW 100 compressors
is the block. Reliabifity, even under
continuows operating conditions and
extrame femperaluras was paramount
in the dasign and construction

and in the choice of materials and
COMBonents.

N
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1 Concept, choice of 3 Models
The LW 100 is a 3 stage, 3 cylinder air cooled, oil lubricated high pressure compressor available in 3 versions:
i .
hiodel Crrive Maotor
LW 100 E Electric mator 400V 3 Phase 50/60 Hz. Cable & Plug (164 CEE) Start/Stop switch.
Recommended Fuse 164
LW 100 E1 Electric motor 230V AG (1 Phase) 50/80 Hz. Gable & Plug (CE), Start/Stop switch,
Recommended Fuse 16A
LW 100 B Vanguard 118400 4-stroke gasoline drive with hand pull start, low oil cut off.
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Technical Data
r N
Capacity Drive e, Filter life Dimensions Wight
Model Prassure @ 2070 LxWxH
Liter/min cfm Nm/h kKW HF bar RPM m* n cm kg
LW 100 E 100 3.5 5] 2 3 330 2300 108 18 67 40 40 43
LW 100 E1 100 3.5 6 22 3 330 2300 108 18 65 39 40 46

LW100 B 100 3.5 5] 4.5 6 330 2300 108 18 70 35 40 43




LW 100 series: Features and benefits

Hardened cylinder sleaves
The Aluminium casting is equipped with 3 steel cylinder slesves,
hardenad for long life and consgistent high performance

All pistons with metal piston rings

The pistons are all equipped with metal piston rings for high sealing
performance and durability evan when working under extreme conditions
and high operating temperatures

Stainless steel frame

The stainless steel frame gives excellent stability and protection to the
complete compressor. The frame design allows simply changes between
drive motors

Precision machined suction/pressure valves

The combined suction/pressure valves and with stainless steel valve plates
have been specially designed and tried and tested for reliability and perfor-
mance over a long life expectancy

Efficient cooling for extended fiter life

The inter-stage and final coolers are designed for optimum cooling and
manufactured from non corroding material. The inlet tamparature to the filter
is only 6°C higher than the ambient temperature (at 20°C), which considerably
extends the life of the filter cartridge and reduces running costs

Integrated carrying handies
Ergonomically designed carrying handles allow easy transport and loading
into vehicles or onto vessels, The carrying handles also protact the upper
components of the compressar,

Integrated filing hose
High quality filling hose, filing valve and prassure gauge. The filling connection
iz DINMAYole for 200/232 bhar versions and DIN for 300 bar versions.

The compressors can also be aquipped with a dual pressure (200/300 bar)
maodule if reguired







